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Filtration and separation specialist passing on a rich global environment to future generations

Reduce Reuse Recycle
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OSCA series SS Type
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Features

	Prevent trouble of hydraulic pressure/lubricating equipment and extend the life of hydraulic oil.
	Keep higher cleanliness of oil in tanks than new oil by carrying out off-line filtration using pump moter for tanks of hydraulic pressure equipment and lubricating equipment.
	Models for middle/large capacity tanks
	Save installation space. (1/3 in comparison with conventional models)
	Install high precision element as standard. [β3(C)=1000]
	Remove bubble in hydraulic circuit by mounting Quicktron (option).
	Low running cost


Main specifications

	Item codes	CS0120001	CS0090002
	Model	CS-SS315-H114-1R	CS-SS305-H114-2R
	Dimension
（mm）	W1324xL1170xH1569	W700xL1620xH1396
	Weight
(Dry)	300kg	307kg


* Install sample port as standard.

More information

OSCA series AL Type
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Features

	Prevent trouble of hydraulic pressure/lubricating equipment and extend the life of hydraulic oil.
	Keep higher cleanliness of oil in tanks than new oil to filter tanks of hydraulic pressure/lubricating equipment using pump moter off-line.
	Models for small/middle capacity tanks
	Install high precision element as standard. [β3(C)=1000]
	Remove bubble in hydraulic circuit by mounting Quicktron (option).
	Low running cost
	Easy maintenance


Main specifications

	Item codes	CS0030006
	Model	CS-AL100-3R
	Dimension
（mm）	W500xL670xH650
	Weight
(Dry)	82kg


* Install sample port as standard.

More information

OSCA series SU Type
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Features

	Prevent trouble of hydraulic pressure/lubricating equipment and extend the life of hydraulic oil.
	Keep higher cleanliness of oil in tanks than new oil to filter tanks of hydraulic pressure/lubricating equipment using pump moter off-line.
	Models for middle capacity tank
	Save installation space (1/3 in comparison with conventional models).
	Install high precision element as standard. [β3(C)=1000]
	Remove bubble in hydraulic circuit by mounting Quicktron (option).
	Low running cost


Main specifications

	Item codes	CS0050002
	Model	CS-SU103-1R
	Dimension
（mm）	W406xL650xH1030
	Weight
(Dry)	70kg


* Install sample port as standard.

More information

OSCA series WS Type
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Features

	Prevent trouble of hydraulic pressure/lubricating equipment caused by mixing moisture.
	Simultaneous work for contamination capture and oil separating.
	Enable to check the progress of oil water separation visually.
	Discharge the separated water to the outside.
	Enable to discharge the separated water automatically.
	Easy maintenance
	Enable to use precise filtration function for contamination independently.


Main specifications

	Item codes	WS0010001
	Model	WS-WD
	Dimension
（mm）	W505xL300xH500
	Weight
(Dry)	25.5kg


* Install sample port as standard.



More information

OSCA series OS Type

[image: ]

Features

	Maintain ability of cleaning solvent by purifying it three times.
	① Remove solid impurities in cleaning solvent strongly.
	② Recover, separete and discharge oil in cleaning solvent.
	③ Recover floated oil forcedly using floated oil recovery float (option).


Main specifications

	Item codes	OS0030002
	Model	CS-30S10-3PF20
	Power supply voltage	AC200V
	Treatment flow rate
（L/min）	15
	Dimension
（mm）	W500xL882xH1140
	Weight
(Dry)	約110kg


* Install sample port as standard.

More information
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Triple R Co., Ltd.

TR Bldg, 6-27-10 Ayase, Adachi-ku, Tokyo

Tel: +81-3-5616-7731
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